From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: "Richard L. Duell" <rduell@iac.net> 

Subject: 4E27A/5-125B 

Message-ID: <199603120059.TAA12407@great-miami.iac.net> 


Does anyone out there have anything that uses the above tube? I've run across 
what appears to be a new one, with ceramic socket and spec sheet. 4-125As I've 
used. I've never seen one of these in a piece of ham equipment. 


73, Rich - W5VDU 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: Andy Howard WA4KCY <102452.362@compuserve. com> 
Subject: Re: 4E27A/5-125B 

Message-ID: <960312030204_102452.362_DHT88-1@CompuServe. COM> 


Re: 4E27 Tetrode 
Richard, 


The 4E27 is a beam pentode identical to the type 8001. It is rated at 75 watts 
of plate dissipation. 5 volt heater at 7.5 amps. 

Max plate voltage 2000 

Max plate current 150 

Max screenv voltage 500 

Grid current 25 ma. 


Interelectrode capacitances - 
Grid to filament 6 mmf. 

Plate to filament 5.5 mmf. 
Grid to plate feedback 0.1 


Driving power class C 1.7 watts 
Power output 178 watts 
Manufacturer RCA 


Socket 7 pin giant 
Filament 1& 7 
Grid 1 Pin 4 
Grid 2 Pins 3 & 6 
Grid 3 Pins 2&5 


Hope this helps. 


Andy, WAAKCY 
AMI 49 


"Is this material Universe a mere aggregate of fortuitous 
combinations of matter, or is it the result and work of 
intelligence, acting upon a plan?" 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: pmills@cyberhouse.com (Phil Mills) 

Subject: ?? SX-101 speaker ?? 

Message-ID: <199603121724.LAA21211@ns.cyberhouse. com> 


Can anyone tell me if there is a companion speaker for the SX-101 and if 
so what it's model designation is? 


thanks, 
Phil 


Phil Mills, AB5TH 
pmills@cyberhouse.com 
713-992-5762 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: rbiddle@madvax.mo.ti.com (Richard Biddle) 
Subject: AC leakage current testing 

Message-ID: <9603121724.AA19417@MadVax.mo.ti.com> 


I've seen several discussions on AC leakage on boatanchor rigs, ripping out 
AC line bypass capacitors, etc., but never a formal, i.e., UL type of 
definition for excessive leakage. 


I came across a TV tech bulletin last night on the "approved" method to 
check transformerless chassis for AC line leakage. It seems to be pretty 
straight forward so I thought I'd throw it out for comment. 


The test fixture consists of a 1,000 ohm per volt AC voltmeter or VTVM in 
parallel with 1,500 ohm 10 watt resistor also in parallel with a 0.15 MF 
Capacitor. One end is connect to a known earth ground. The other end is 
applied to any exposed metal parts (e.g., antennas, knobs, screws, shafts, 
etc.) the user might come in contact with. Testing is done with the AC line 
cord pluged in the socket both ways. If the measured AC voltage exceeds 
@.35 volts RMS it is considered a shock hazard. 


I haven't checked out any my radios using this method since I make it a 
habit of going with a grounded plug and testing using a GFI outlet. I do 
know that the outside earth ground is not at the same potential as the AC 


ground in the shack since even with an AC ground and a slightly leaky bypass 
Capacitor I can measure abount 60 VAC from chassis to earth ground. But the 
shack was wired up by a "real" electrician and does pass the outlet test checks. 


I thought I'd see if this was a viable quick and dirty test since it is easy 
to do and may help someone out. There was no more detail to the test than 
noted above. 


73 de Richard, KB5WLH << The Internet - CB Radio >> 
rbiddle@madvax.mo.ti.com << For The Nineties >> 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: bill@texan.frco.com (William Hawkins) 

Subject: Re: AC leakage current testing 

Message-ID: <9603121844 .AA20640@texan.frco.com> 


Ah, the hazards of testing out of context ... That is a good method to 
"check transformerless chassis for AC line leakage." It will cause 
unnecessary trouble if you apply it to an ungrounded set _that_is_ 
intended_to_be_grounded_, like a lot of RF receiving and transmitting 
equipment. The best thing to do is ground it, and then test that your 
ground and the power line ground are not fatally far apart. The ground 
pin in a 3 wire outlet will almost certainly be useless for RF grounding. 


The power line RF filter in an R390A will trip most GFI outlets, even 
though it is doing the job it was intended to do, back before GFI was 
invented. If you put more faith in a GFI than you do in a good ground, 
then you'd best remove the RF filter. 


If you measure the chassis voltage of an R390 class set in its ungrounded, 
unnatural state, you'll see half of the power line voltage, split between 
two equal capacitors. If you drag a ground wire on the metal, you'll see 
sparks, because you're discharging capacitors. If you ground the set, and 
a fuse blows, the set has a problem. Otherwise, it is doing what it was 
designed to do. 


That's just my opinion, though I've stood on this ground before. 
Bill Hawkins 

From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 

From: Bob Roehrig <broehrig@admin.aurora.edu> 


Subject: Re: AC leakage current testing 
Message-ID: <Pine.ULT.3.91.960312164426 .12538B-100000@admin. aurora. edu> 


On Tue, 12 Mar 1996, Richard Biddle wrote: 
I came across a TV tech bulletin last night on the "approved" method to 
check transformerless chassis for AC line leakage. It seems to be pretty 
straight forward so I thought I'd throw it out for comment. 


The test fixture consists of a 1,000 ohm per volt AC voltmeter or VTVM in 


Capacitor. One end is connect to a known earth ground. The other end is 
applied to any exposed metal parts (e.g., antennas, knobs, screws, shafts, 


etc.) the user might come in contact with. Testing is done with the AC line 


> 

> 

> 

> 

> 

> parallel with 1,500 ohm 10 watt resistor also in parallel with a 0.15 MF 
> 

> 

> 

> cord pluged in the socket both ways. If the measured AC voltage exceeds 
> 0.35 volts RMS it is considered a shock hazard. 

I dug out the old calculator and came up with the following: We are primarily 
concerned with 60 Hz leakage. The .15uf cap has an impedance of about 20K 
at 60 Hz so we cna negate that. That leaves the 1.5K resistor. To develop 
.35V across the resistor would take .23ma. I would say that is pretty safe. 
I forget exactly what current is said to be considered dangerous but I 
think it was up around 20 to 50 ma. So this looks like a factor of 100 
anyway. 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: SCOTTPAUL@aol.com 

Subject: AC leakage currents, present stds. 

Message-ID: <960312210209_244567945@emout07.mail.aol.com> 


All, 

The present standard for digital thingys, which need serious RF filters at 
their line inputs to avoid hopeless RFI, is 3.5 mA. There is a scheme like 
the one described to measure it, but an AC average responding meter will get 
you a ball-park reading. 

Spec for hand-held consumer gear is 0.7 mA. 

European specs care more complicated, but basically are similar to the above. 


/scott robinson 
scottpaul@aol.com 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: "Richard L. Duell" <rduell@iac.net> 

Subject: AHA! 

Message-ID: <199603120323 .WAA14128@great-miami.iac.net> 


I just ran across an interesting publication. It was published by Sylvania in 
1945. It's call "Aids to War-Time Servicing." It's a twenty page booklet that 
goes into some detail on tube sustitions that can be made by rewiring 

sockets, adding resistors, etc. to use tubes on hand when you don't have the 
one you want. I'll bet this explains more than one mystery modification. 


I wonder how many guys have run down the path of trying to figure out what 
the performance gain was from a modified circuit and a different tube ina 
30s or 40s radio when it was really just a make-do because of wartime 

scarcity. Any red faces out there? I'm sure I've done it at least once... 


By the way, the Indy Hamfest held yesterday sucked up more of my dollars. I 
came home with an incomplete Johnson Invader 2000, a Heathkit Warrior and an 
Apache and a CE Signal Slicer. Haven't checked it all out yet, but I think 
the Heaths should be little trouble to get on the air. Now if I could just 
find a Mohawk receiver within driving distance of Cincinnati/Dayton... 


73, Rich - W5VDU 


73, Rich - W5VDU 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: Michael.J.Knudsen@att.com 

Subject: Re: alignment question 

Message-ID: <9603111701.AA29914@bock.ih.att.com> 


Kim's posting is good. Ultimately I think the best solution is to use a 
wobbulator (sweep gen) and scope. That probably helps a lot when tinkering 
with xtal filters too -- you might even figure out what the phaisng 

control does (are any two alike?). 


Back in the late '40s, Hammarlund's manual for the HQ-129X specified the 
wobbulator 

alignment process. Heck, they didn't even give an alternative procedure like 
Zenith did with FM sets -- Hammarlund implies that if you don't have a sweeper 
and a scope, don't mess with the 129X! 


Of course a long time ago I tweaked up my 129X's IFs without benfit of said gear, 
and per Kim's posting it still sounds different when I tune off an AM signal 
on the high side, versus tuning off on the low side. I know it isn't right, 


and need to do something. Like finally test out one of my wobbulators 
and learn the stinkin' procedure! 73, mike k aa9rg 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
Subject: ARC-5 Transmitter (7.0 - 9.1 Mhz) Forsale $50 


I have a nice (Arc-5) Signal Corps Radio Transmitter. 


Model BC-459-A, All black wrinkel finish, 7.0 - 9.1 mhz, 
comes with the MT-69/ARC5 mount. 


Nice,clean condition. (transmitter is functional) 
just add your own power supply! good for CW or AM 


I have copies on how to put this unit on the air 
from an old QST. 


Tubes, 2 1625's (finals) About 75 to 100 watts input 
1 1629 eye tube 

8000 kc xtal 

VT-137 Osc. 


These transmitters were used in military aircraft in 1943 


$50 + shipping from zip code 44125 (Cleveland Ohio) 
(about 15 lbs) 


E-mail if interested. 
rote Forwarded message ends here ------ 


Dick Dillman 
WPE2VT N6VS- ex-WA2BIK 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: "William C. Robbins" <billrobb@serv01.net-link.net> 
Subject: Atlanta Trip 

Message-ID: <199603122343.SAA29902@serv01.net-link.net> 


I will be in Atlanta March 20 - 24. Does anyone know of any Hamfests or 
Boatanchor sites???? 


Going thru withdrawl. 


Thanks....Bill 
William C. Robbins, WAS8CDU xxkkHeathkit Collectorx*«* 
billrobb@serv01.net-link.net 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: wb6zwc@ns.net 

Subject: Re: B&W 5100-B relay needed ! 

Message-ID: <2.2.16.19960312140028 .13275536@mail-1.ns.net> 


At 04:46 PM 3/10/96 -0600, you wrote: 

>Well, it finally happened! I had been told that the relay (that does just 
>about everything in a B&W 5100) is a weak link in that transmitter and mine 
>finally did fail. The same relay is used in either the 5100 or 5100-B. It 
>is a 115 vac 9,500 ohm relay with lots and lots of contacts. The coil is 
>open and before I try to wind 60 miles of #40 on it I thought I would try to 
>find one via Boatanchors! 

> 

>T 

>Tom Koch - W4UOC 

>8170 Habersham Waters Road 

>Dunwoody, GA 30350 

>(770) 391-0914 

>tekoch@aol.com 

> 

>Tom, its not so bad having to rewind one of those coils. I did it with over 
300 feet of no 40 wire. I used my variable speed drill mounted to my work 
bench and 

made a bobbin like affair to maintain wire tension and used clear dope 
between layers. 

Worked the first time. 


Main trouble was determining the exact resistance. When near the end I had to 
scrape the insulation (carefully) and measure the R unitl just the right amount 
was avaiable. Did that several times. 

KKKKAIKKKKKKKKKKKEKKKKEKKKEK KK IK 

Richard wb6zwc@ns.net 

Still looking for BLeeder 

Resistors 7.5 K @ 160 Watts 

& 575A's Hv rectifiers (toobs) 

KKKKIKKKKKKKKKKKEKKKKEKKKEKER KEK 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 

From: Jim Dillon <beadgal@ptialaska.net> 

Subject: BA Hot Leads 

Message-ID: <Q1BBOF81.98D033CO0@juneau_152.dialups.ptialaska.net> 


Hi Questors- 
No, this has nothing to do with plate caps or contactor terminals. These are 
some FS items spotted in HTYS and on the web: 


HQ-180 wants packet (wha..)or offer llewis@tir.com Westes site 
Collins R-388, 2.1mech, *xcabinet*x, **xspeakerxx $250 (201)328-3581 HTYS 
BC-342N $75 Don WA1AiC (508)760-1571 
HRO-60 8 coils A-F mint $350 


Apache TX-1 $85 


Hammarlund HQ-100 $69 Kemp K7UQH (360) 733-8939 
My Favorite: 
Raytheon Ra-1000 ‘1kw. BC $750 Bill AK4H (919)894-4659 day 


(919) 894-3352 nite 
This is a xgreat* 160 m. rig Take along a truck and xallx your friends 
This baby weighs 3300 lbs. Beautiful 833A finals and Mods 
813s as drivers! And it is bee-you-tee-ful. A Collins on steroids. 
One of you lower 48 BAers xmust* score this one. I know a great divorce 
lawyer. Trust me. 


Don't call me on any of above...I'm only the messenger. 


Jim Dillon WL7CMQ beadgal@ptialaska.net 
Call me if find Magic Eye Tube gear! Thanks 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 

From: n5off@w5ddl.aara.org 

Subject: BA Junkers List 

Message-ID: <322204@w5ddl.aara.org> 

Don't forget about sending me your BA junkers for the BA junkers list. 
Send me info in this format: 


Maker,model, your_name, your_email 


Looks like there is no room for phone. 


How to get the list: 
To get a copy of the list, simply send an email to: 
listproc@theporch.com 


(PLEASE read the above, and do *NOT* send your request back to the 
list address!) 


and in the body of the message, type: 

get boatanchors rigs.with.parts.i.need 

note the periods, which are part of the file name... they count. 
However, the list processor will MAIL the file back to you, so you 
need not worry about the naming conventions save when retrieving files 


from the system... 


Want a complete list of what is available on the archive? 
Easy... add a line to your request that says: 


index boatanchors 


73 and happy junk hunting. 


Tom 

Reply to: 
packet n5off@k5arh.#1lft.la.usa.noam 
Email (home) n5off%w5ddl.aara.org@usl.edu 
Email (work) tfima@chevron.com 


Lafayette, LA 
office 318-989-3430 
home 318-984-2561 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Stephen Modena <shimshon> 

Subject: Re: boatanchor archives...where are they 
Message-ID: <199603121358 .HAAQ6372@uro.theporch. com> 


I received the following query and thought the answer ought to go 
to the list also.... 


The boatanchor archives seem to have disappeared from the SunSite.unc.edu & 
the one in Japan. Do you have any clue where they are? 

I have been trying to find a file on old Drake equipment mods which 
is supposed to be somewhere in the boatanchor archives. Can you help me here? 


VV VV WV 


> Steve E., K4CEC, Charlottesville, VA 
Steve-- 


Two weekends ago, the folks at SunSITE moved everything (32 gigs) over 
to a new UtlraSPARC cpu with a *xsuperx file system. They just about 
got it copied over and it crashed (massively). They built it again 
from tapes only to have it massively crash again. They rebuilt again, 
apparantly very slowly this time. 


I just checked the BA section and it appears to be all there. But please 
keep in mind that it could go away again...for who knows what reason on 
a brand-new system. 


ftp: sunsite.unc.edu 
/pub/academic/agriculture/agronomy/electronics+computers/BOATANCHORS 
(also see OLDER-ARCHIVES under that) 


The JAPAN site mirrors the Chapel Hill site...and I'd guess that when 
SunSITE.unc.edu appeared to delete everything, JAPAN did the same. ;%) 


We are getting close to the subscription-only deadline and this problem 
has been gnawing at me. In a day or two, I will post a FAQ on how 

to acccess archives and a DAILY.BA.html and 3DAY.BA.html web page 

for the BA postings. 


WARNING TO ALL: the most sure way to get your daily feed of BA is to 
subscribe! The postings via SunSITE will be on a delayed basis. I do this 
service as a xhobby interest*. SunSITE allows me to use their facilities 
_gratis_. 


The current difficulties at SunSITE serve to underline the *xmagnificentx 
job our THEPORCH gurus Phil and Jack do for us. You have no idea 
xwhat*x it takes to keep it all going smoothly. 


73/Steve/AB4EL shimshon@theporch.com 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: robert fowle <hammarlund@voyager.net> 

Subject: boatanchor for sale 

Message-ID: <199603130132.UAA07558@vixa. voyager.net> 


off the wall but still tube. Demco Super Saterlite 
3 pce. set 

true classic 

anybody interested?? 


Robert Fowle 
The HAMMARLUND Historian 
Ph. voice or fax 517-789-6721 
1215 Winifred 
Jackson, Mich. 49202-1946 
E-mail at: hammarlund@vixa.voyager.net 
HAMMARLUND LITERETURE WANTED 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: Michael.J.Knudsen@att.com 

Subject: Re: Care and Feeding of RAK/RAL?? 

Message-ID: <9603121706.AA01250@bock.ih.att.com> 


Thanks Bob, for the RAK-7 info. I got one of these beasts a few months 

ago and it works OK most of the time. However, it goes into regen very 
early in the pot rotation, like around '1' or '2' on a pot that goes up 

to '9' or so. I wonder if my plate or screen voltages are too high? 

Should the regeneration not start until '5' or so? Tnx es 73, mike k aa9rg 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: rerobins@unccvm.uncc.edu (Richard E. Robinson) 
Subject: Charlotte Hamfest report 

Message-ID: <199603121507 .KAA22846@mail.uncc.edu> 


If the Charlotte Hamfest is any indication of the BA market, it must be drying 
up. There were a few BAs present, although I didn't take very good notes. 
(Help me out, Nick). I saw Nick, KD4CPL, leaving with a nice dummy load and an 
old Hallicrafters speaker. There were a few National receivers, NC-98, 

NC-125 and an NC-303 (I think). The 98 sold before I got a price, the 125 

was $140 and 

hadn't sold by noon Sunday. There were a few Hammarlunds, HQ-170 for $140 by 
Sunday it hadn't sold, a friend got an HQ-100 and speaker for $125 Saturday, 
dirty HQ-110 and speaker for $150, unsold Sunday. Drake B line, didn't get the 
price, unsold Sunday noon. Several old Collins rigs, 32V1, 32V3 and a 75A1 all 
dirty and still around Sunday at noon, didn't get price. I saw one HRO-50 
fairly clean, unsold by Sunday. No Knight, Eico, very little old Heath gear. 
No Drake 2Bs seen. I saw a Viking II, repainted right over the lettering, 
unsold Sunday. Why do people do things like that? 


I did get a beautiful old Hickok Oscillograph in the original box for $10. The 
owner said he couldn't get a trace. It came with the original manual and 
I'm a sucker for scopes. That's number 6; 3 Teks, 2 HPs, and the Hickok. 


Now to get it running again. 


Rick's Home for Orphaned Hallicrafters got 3 new residents; S-94 Civic 

Patrol (it the 30-50 MC model) with manual $15 works great and has been 
re-capped, chassis cleaned and aligned. I DXed the local McDonald's drive 
through on 35.02 with it. Do they QSL? 

S-38D from same fellow, $20 with manual copy, again re-capped, chassis cleaned 
and aligned, works as good as it can; and lastly an SX-28 which I dickered over 
and finally got with the original military manual and documentation for the 

mods that are there. The SX-28 will be a real labor of love, but is cleaning up 
quite nicely. All original knobs and S-meter are there. 


I didn't see much in the way of old military BA gear. No TCSs, BC-348s, R390As, 
no TV-7s. 


Although the amount of BA gear was disappointing, it was great to see Nick 
again and also the QRP gang including Jerry, W4UKU, owner of the worlds 
largest and most powerful QRP transmitter. 8kw is QRP to some folks, isn't 
it? 


73 and keep ‘em glowing, 


Rick Robinson kf4ar 
rerobins@uncc.edu 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: Nick England <nick@cs.unc.edu> 

Subject: re: Charlotte Hamfest report 

Message-ID: <199603122119.QAA14675@altair.cs.unc.edu> 


I got back from a trip late Friday night so didn't get up pre-dawn for the 
3 hr trip to the fest. Got there about 0930 (opens at 0900) and my BA 
buddies all kidded me about the great deals I missed. I think the only 

one I really missed was a 75A-1 for $100 I think. 


Saw Rick and Skipper from the BA gang. The 32V-2/75A-1/speaker 
combo Rick mentioned was $500. I was slightly tempted as I figured 
I could get that out of it eventually, but that's a lot of stuff to 
haul around simply because I'd like to have a 75A-1. 


Picked up another Halli R-46A speaker for the shack, plus a military 
(ME-113 ??) dummy load/SWR bridge. Rated for 600 W max for 1.5-30 MHz. 
This is a cool item - dummy load (twelve 600 ohm/50w resistors) 

for tuning up, plus a position that puts the antenna in a bridge 


configuration that taps a bit of the dummy load RF as a source - result 
is that you can tune up your rig into the dummy load, then tune up your 
antenna with the bridge, and then finally go straight onto the air all by 
turning one switch. I don't think I've ever seen that before and it 

makes a lot of sense. Only drawback is that you don't read SWR while 
actually on the air. And if you need termination resistors for a 

Beverage or Rhombic, just take it apart for the 600 ohm jobbies. New 

for $30 w/manual and the guy had a batch of 'em. Keep an eye out. 


Nick KD4CPL 
nick@cs.unc.edu 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Scott_Johnson-AZAX60@email.sps.mot.com 

Subject: Collins 18S-4 MANUAL 

Message-ID: <"Macintosh */PRMD=MOT/ADMD=MOT/C=US/"@MHS> 


Collins 18S-4 MANUAL 

Does anyone out there have a manual for a Collins 18S-4 airborne transceiver? 
This is a full ATR rack unit that seems to be a simplified and 

commercialized airline version of the ART-13 (with a receiver), twenty 

channels, crystal controlled with a pair of 811's modulating an 813. Any 

info would be appreciated! 


73, Scott 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: davidh@getnet.com (Dave Hollander) 

Subject: Equipment Missing 

Message-ID: <v01510100ad6ab262£47d@[10.0.2.15]> 


I want to apologize for airing a marital situation on this forum but I have 
a very unfortunate situation and boat anchors are a part of it. 


I am going through a divorce and was never allowed to retrieve my property 
due to a restraining order and you guessed it, all of Boat anchors and 
parts ( not to mention other things such as Lionel trains and antique toys) 
were sold by my wife. This all came out in a deposition a couple of days 
ago. I am posting this here as I would like to track down the person who 
might have bought this stuff and talk to him and one boatanchor, an HROS5STAI 
had particular sentimental value, it was given to me by my "elmer" who had 
used bought it new in 1946. Recovering the equipment other than the HRO is 
secondary, speaking to the person who might have purchased this stuff is 
more important. 


Here is a listing of the main items I am missing. I am sure it was all sold 
together as my trains were all purchased by one person who I was able to 
track down within 24 hours after finding this all out. 


All equipment was in very good condition to excellent cosmetically 


Receivers 

Hallicrafter SX-28a and two matching speakers 

Hallicrafters SX-24 

Hallicrafters S-38 

Drake 2B+2BQ 

Drake 2B 

Gonset G-66B 

Collins 75A1 (this was partially dissassembled and being worked on) 
Collins 75S1 

National HROS5STAI with coils, wood box, doghouse power supply and speaker 
National HROSTAI ( modified internally) with coils (including VLF coils), 
wood box, doghouse power supply, solid state power supply and speaker 
National NC-98 


Transmitters 

Collins 32S1 

Johnson Navigator (this was partially dissassembled and being worked on) 
Multi-Elmac AF-67 

Swan 500 with 117XC Power Supply and Turner 454C microphone 


6 antique wood cabinet table radios including a Zenith tombstone farm radio 


Modern Stuff 

Icom IC-22A with 22 channels crystalled 
Kenwood TS-530S 

Kenwood AT-230 

Kenwood SP-180 

Kenwood VFO-230 

Kenwood MC-50 Microphone 

Palomar Low Frequency Loop Antenna 

Homebrew 160 meter transverter that I built 


Parts 

3 4-1000s and socket 

2 large vacuum variables 

boxes and boxes of tubes, meters, inductors, transformers, chokes, 
transmitting variables, large relays and amplifier parts, etc, etc, etc. 


Heathkit tube tester 
Eico Tube tester 


Knight capacitor checker 
Eico signal generator 


This stuff was sold in November of 1995 - I just found out a couple of days 
ago during the deposition and this stuff was all sold in total violation of 
a pre-nuptial agreement. 

If anybody has purchased any of this or knows of anybody who made a large 
purchase of boat anchors and parts in Phoenix, please contact me. Call me 
collect if you need to. 

I can be reached at 602-997-2471 

Thanks and 73, 


Dave Hollander N7RK 
Phoenix, Arizona 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKEKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKK 


Dave N7RK - Webmaster CADXA 
Phoenix, Arizona *xDXCC Honor Rollx *WAZH#23 - 75 Meter SSBx 


ex-N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK 


VA\e// 
davidh@getnet.com (o!o) http://www. getnet.com/~davidh 
Rigo e sete cient isle nie win eerie ele C0000 O00 R easier eta ainisee din er ae eerie eal 
E-Mail Address My Home Page 


Visit the Central Arizona DX Association Home page --- 
http://www. getnet.com/~davidh/cadxa. html 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: "Randy Zelick" <RANDY@sbii.sb2.pdx.edu> 

Subject: Re: Equipment Missing 

Message-ID: <2CE52BC6551@sbii.sb2.pdx.edu> 


Hello Dave, 


Although I don't have any information on your equipment, I did want to express my 
sadness 
hearing about your situation. Chin up, and hope you get the items back. 


Later, 


=Randy= 


Randy Zelick 

Dept. Biology 

Portland State University 

P.O. Box 751 

Portland, OR 97207 

503-725-3086 (voice), 503-725-3864 (fax) 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
Subject: F/S Collins KWM-1 


For Sale: Collins KWM-1 (serial # 1006) with noise blanker, speaker 
console, and 516F-1 power supply. Very good condition 
$950.00 includes shipping. 


Do not reply via "E" mail but contact David Rawley: day: 910-888-3559 
night: 910-882-1440 


mores Forwarded message ends here ------ 


Dick Dillman 
WPE2VT N6VS- ex-WA2BJK 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 

From: kloik@ccsnet.com 

Subject: For Sale 

Message-ID: <TCPSMTP.16.3.12.5.25.50.2644608140 .3381572@ccsnet.com> 


The following items I believe fit in the category of Boat Anchors and 
are for sale by the school where I work: 


Bset reasonable offer accepted. 


Eico 723-unknown condition, looks OK. 


Drake 7075 mike-looks OK, seems to work. 
NCX-5 with AC and DC supply. Tested on 20m, power out looks OK, question 
about sufficent modulation, no book, no mike, no speaker. Cosmetically 


average. 


Drake Speaker, MS-4 cosmetically good, works. 


30L1 - works fine no offer below $500 accepted. 


| 
| Burt Fisher | Teacher of video, broadcasting and electronics | 
| Amateur call | South Dennis, Ma. (Cape Cod) 

| K101IK | If you sit on the fence, it is a pain in the butt | 
jfeSaaaaaaaaaaaaaaffessSSS SSS SSS SS SSS SSS SSS SSS SSS SSS SSS SSS SSS SSS SSS SSS ===} 
| kloik@ccsnet.com | 
fee SaaS SSS SSS SS SSS SS SSS SSS SSS SS SS SSS SS SSS SSS SSS SSS SSS SSS SSS SSS SSS SSS S ===} 


You cannot build a reputation on what you are going to do. 
Henry Ford 


http: //www.ccsnet.com 
telnet: //ccsnet.com 
Cape Cod's Internet Address 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 

From: Michael Crestohl <mc@shore.net> 

Subject: FOR SALE: "Boatanchor" Computer Book PROJECT WHIRLWIND 
Message-ID: <199603120025.TAA15445@northshore.shore.net> 


FOR SALE: REAL BOATANCHOR COMPUTER BOOK: 

I have a noce hardbound copy of PROJECT WHIRLWIND - The History of a 
Pioneer Computer by Kent Redmond and Thomas Smith, published by the 
DIGITAL Press in 1980. WHIRLWIND was the first high-speed electronic 
digital computer able to operate in real time and contributed much to 
today's technology. 

I'll sell this interesting book for $12.00 plus postage. 


If interested please reply by e-mail. 


73, 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 

From: Michael Crestohl <mc@shore.net> 

Subject: FOR SALE: 3 Vol. TM11 Strategic Army Communication (STARCOM) 
Message-ID: <199603120024.TAA15050@northshore.shore.net> 


MORE INTERESTING MILITARY MANUALS: 


I have a three volume set of TM11-490 (-1, -2, -3). This is the for the 
Strategic Army Communication (STARCOM) Facilities dated December 1960. 


It covers the US Army worldwide communications system at the height of 
the "Cold War" before satellite communication. It is very interesting. 


I will sell the three volume set for $30.00 plus postage. I have an 
extra copy of the third volume, STARCOM Facilities Findamentals that I 
will sell for $10.00 plus postage. 


Please reply by e-mail if interested. 


73, 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
Subject: FS: Hallicrafters HT-37 XMTR, Tempe, AZ pick up only 


Selling a Hallicrafters HT-37 Phasing SSB Transmitter with original manual and 
relay type transmit/receive antenna switch for $75 or best offer. This is a 
late 50's vintage 80-10 meter transmitter with a pair of 6146 finals. It's 
operational and in pretty good cosmetic condition. It is disconnected right 
now because I am getting ready to move and would rather not take this with 

me. It was working fine on all bands when I disconnected it. 


I'm mot interested in shipping it (it would be less work to pack it and take 
it with me). 


Curtis Eickerman 

WB6PUS 

email: p11578@email.mot.com or eickrman@aztec.asu.edu 
Phone: (602) 831-2524 Phone number only good till 3/19/96 


fe5 she Forwarded message ends here ------ 


Dick Dillman 
WPE2VT N6VS_ ex-WA2BIK 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: KC5IJD@aol.com 

Subject: FS: LSB Filter for PRC-47 

Message-ID: <960312073523_166531521@mail04.mail.aol.com> 


I have one remaing LSB filter for the PRC-47 which I found a couple of 
weeks ago while sorting through some old stuff. 


$ 45.00 plus shippping. 
73 


Joseph W Pinner 
Lafayette, LA 

KC5IJD 

EMail: kc5ijd@aol.com 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 

From: Jim Dillon <beadgal@ptialaska.net> 

Subject: FW: FS items 

Message-ID: <Q1BB1054.189D9B60@juneau_95.dialups.ptialaska.net> 


From: Wayne Irwin[SMTP: irwin@usa.nai.net] 
Sent: Monday, March 11, 1996 1:34 PM 
Subject: Re: FS items 


Following is forward of message that appeared in my box 3/12, call/post Wayne, not 
me. Good Hunting Jim 
Hi to All, 


Many thanks for all of the interest in the vintage equipment I have for 
sale. I have replied to a 


couple of messages, but the questions seem to come faster than I can answer. 
So, for all who 
are still interested, here is the scoop: 


The Hallicrafters transmitter is an HT-40. I believe it runs somewhere 
around 30 watts, but I may 

be off on that guess. I have loaded it into a dummy load, but never had it 
on the air. I never 

measured the power out to the load. It is crystal controlled, but is set 
up so that a VFO could be 

plugged into the front panel in place of the crystal. Bandswitched from 80 
to 6 meters. I do not 

have the manual. Asking price is $50.00 US, plus shipping. 


The Hallicrafters receiver is a Model SX-110; probably about the same 
vintage as the transmitter 

(above) - somewhere in the early to mid-sixties, I would guess. It seems to 
work, however I 

never used it on the air; just for listening outside the ham bands several 
years ago. I do not have 

the manual for this one either. Asking price is $75.00 US, plus shipping. 


The Hammarlund receiver is the model HQ-170. It works just fine 
electrically. It has one 

problem. There are two tuning dials. They are "ganged" together, the left 
one being for 160, 80, 

40, and 20 meters. The right one is for 15, 10 and 6 meters. The problem 
with this unit is that 

both dials are slightly warpped and no longer drive as they should. Also, 
the clock no longer 

functions. I must admit, if I had the time and a source for replacement 
dials, I would consider re- 

furbishing this radio for myself. I have the owner's manual for this one. 
Asking price is $75.00 

US, plus shipping. 


The Tektronics signal generator is a model 190-A. I bought it a few years 
ago to be part of an 

"antenna analyzer" project described in 73 MAGAZINE. It worked great, but 
was bulky. Works 

through 50 MHz. Asking price on this one is $45.00 US plus shipping. 


None of the equipment is in "bad" shape. Other than some slight wear on the 
front panels, there 

is no real damage, no deep scratches etc. A purist may want to re-paint, 
but a good cleaning is 

probably all that is really needed on any of the pieces - nothing more than 
a collector would be 


willing to do. 
Thise still interested, may e-mail reply to me at any of the following: 


irwin@nai.net 
walrrz@arrl.org 
wirwin@arrl.org 


I can also be reached by phone most evenings at: 


(860) 635-5289At 06:59 AM 3/10/96 -0900, 
> 


snail mait to: 
P.O. Box 47 
Cromwell, CT 06416-0047 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Fwd: ARC-5 Transmitter (7.0 - 9.1 Mhz) Forsale $50 
Message-ID: <76596.ddillman@igc.apc.org> 


xNOTEx The message below is a re-post from rec.radio.swap. All 
replies must go to the person making the post, not me. 


----- Forwarded message begins here ----- 


From: Allen Tucholski  <allent@en.com> 

Newsgroups: usenet.rec.radio.swap 

From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Fwd: F/S Collins KWM-1 

Message-ID: <84107.ddillman@igc.apc.org> 


xNOTEx The message below is a re-post from rec.radio.swap. All 
replies must go to the person making the post, not me 
mss Forwarded message begins here ----- 


From: k2112 <k2112@i84.net > 


Newsgroups: usenet.rec.radio.swap 

From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 

From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Fwd: FS: Hallicrafters HT-37 XMTR, Tempe, AZ pick up only 
Message-ID: <76602.ddillman@igc.apc.org> 


xNOTEx The message below is a re-post from rec.radio.swap. All 
replies must go to the person making the post, not me. 


----- Forwarded message begins here ----- 


From: Curtis Eickerman <P11578@email.mot.com > 

Newsgroups: usenet.rec.radio.swap 

From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: don merz <71333.144@compuserve.com> 

Subject: FWD: HRO Speaker FS 

Message-ID: <960312172659_71333.144_ DHB28-1@CompuServe. COM> 


FYI: Bob Needleman at 74002.64@compuserve.com has an HRO 60 matching 
speaker for sale for $75. E-mail him directly if interested. 


DON'T REPLY TO ME. 


Thanks. 
Don, N3RHT 
71333 .144@compuserve.com 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: Radiomatt@aol.com 

Subject: Fwd: [VSS:499] Fluke 207-5 VLF Receiver 
Message-ID: <960312155519_349144013@mail06.mail.aol.com> 


aPPARENTLY SOME PEOPLE THINK I'M THE ONLY BOATANCHOROPHILE! 
Forwarded message: 

From: Lrware@aol.com 

Sender: vss@mlist.access.digex.net 

Reply-to: vss@mlist.access.digex.net 

To: radiomatt@aol.com 

From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: Wayne Hoffman <wb6wlr@wdc.net> 

Subject: Gonset parts rig needed 

Message-ID: <199603120605 .WAA14353@n1.wdc.net> 


WTB: Gonset Sidewinder (6 Or 2M), any condition as long as tuning mechanism 


isn't frozen. 


Preis & a= 
Wayne Hoffman 

ARS WB6WLR (Grid DM13at) 
Internet wb6wlr@wdc.net 
PacBell (714) 254-4182 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: spindob@water.ci.seattle.wa.us 

Subject: Goodbye 

Message-ID: <199603120046.AA29471@relay.interserv.com> 


Gang: 
I wanted to say thanks and I've enjoyed the list. I wish you all success and 
may your filaments continue to glow brightly. 73's and QRT Brian KA7KUZ 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Gotta Have It 

Message-ID: <70508.ddillman@igc.apc.org> 


Greetings, fellow enthusiasts. I write asking your assistance in 
adding "just one more" radio to the collection. 


I've been waiting quite some time now for "my" HRO-50T1 to show up on 
the list or elsewhere but so far it has not appeared. Thus this 
attempt to move from simply lying in wait to a more active posture 

of actually xaskingx for one. 


If you have one of these available or know where one can be found, 
please do let me know. 


Dick Dillman 
WPE2VT N6VS_ ex-WA2BIK 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: TPHAAK@ccmail.monsanto.com 
Subject: Heathkit GC-1 Manual 


Message-ID: <0016700001614039000002*@MHS> 


Gang, 


Does anyone have a GC-1 general coverage receiver manual they could 
copy for me??? I'll pay for what it takes.... 


Tim WAOTSY 
tphaak@monsanto.com 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: David Metz <metzd@cfw.com> 

Subject: HQ 170 help/THANKS 

Message-ID: <9603120216.AA27726@milo.cfw.com> 


Gang, 


My 170(nonA) is up and running thanks to the help of Bill WBOCLD and Jim 
W1EQO. It turned out to be a shorted T3. As this is a 455khz can, I 
temporarily replaced it with a can from an old Wards airline chassis I have 
for cannibalization. I works great and I haven't even checked the alignments 
and the "foreign" part. However, my curiosity is still wondering why the 
cathode(pin2) of V16 has a resistor, a .01 disk, and a 25mf ‘lytic to 
ground instead of straight to ground at that terminal. I have checked about 
half of the voltages and they are correct on the chart I have for the 170. 
However, the resistance of the grid and cathode circuits are sometimes off a 
lot. So while the voltage parameters seem to be in spec, does anyone have a 
170 or a schematic that shows the above configuration at the cathode of V16? 
And, would you have a resistance chart reflecting this anomaly? The serial 
number (I think) is 5582 stamped on the back vertical side of the chassis on 
the left. There are no paper stickers anywhere to be found. 


Again, thanks to Bill and Jim for their help. While I don't have a ticket, 
I appreciate reading the posts, feeling welcome enought to ask questions, 
and learning a lot more about this heavy iron. With an addiction to R390's 
(non-A's) my back is in good shape--I hope! 


I hope that all the whining will stop shortly on the issue of cost. All 
one has to do is look at the foolishness of a lot of the posts to 
rec.radio.misc and see this is a really special place. While I'm not 
suggesting an increase (too much whining again) , I sure gain a lot more 
value from this group at $12 than any other information source. And... a 


special thanks to Jack and Phil for their tireless efforts. 


73's dave 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: nielw@ix.netcom.com (Niel Wiegand) 

Subject: HRO vs RAS Coils 

Message-ID: <199603120430.UAA06730@1x2.ix.netcom.com> 


In the past I've come across National HRO coils that that are fastened 
to the wrong face plate. The type of faceplate may be misleading. The 
band indicated on the faceplate may even be wrong. 


I've found that the coil contact board usually has a stamping that 
indicates the coil's true identity. Each coil is stamped with a letter 
and a number. The letter is the band, while the numbers 1 thru 4 
indicate the ist RF, 2nd RF, Mixer and Oscillator respecitvely. RAS 
coils use a similar numbering scheme but instead the numbers 5 through 
8. 


Niel - WA5VLZ 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Dennis Gibbs <dgibbs@Rational .COM> 

Subject: HRO-60 experts - I need help!! 

Message-ID: <199603121903 .0AA23696@sarge.rational.com> 


Greetings all, 


I was reviewing my HRO-60 documentation the other day, in preparation for an 
alignment on my HRO-60. I have two xeroxed copies of the HRO-60 manual, which 
I thought were identical. Upon closer examination, they are different in some 
very important areas. 


One copy says that the second coversion IF frequency is 2010KHz. Another copy 
says that the second conversion IF frequency is 1990 KHz! 


Both copies indicate the first conversion IF is 455KHz. 


However, the procedure for measuring stage gain in each IF stage specifies 
completely different signal generator output levels! 


But more importantly, the second conversion IF frequency is important since it 
is needed for the alignment procedure. Obviously, I need to choose the right 
value. The question is, how do I know which value is correct? 


I suspect the manual showing 1990KHz as the second conversion IF frequency is 
more up to date. My only reason for thinking this is that the price on the 
front page is listed as $1.00. The price on the other copy is shown as $0.50. 


However, even this doesn't help much because I don't see ANY date codes anywhere 
on the HRO-60 chassis. So I can't tell which is correct, 1990, or 2010 KHz. 


Can someone shed some light on this? How do I tell which second conversion IF 
frequency to use for alignment? 


Dennis Gibbs 
dgibbs@rational.com 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

Subject: Re: HRO-60 experts - I need help!! 

Message-ID: <Pine.ULT.3.91.960312163044 .11347B-100000@admin. aurora. edu> 


On Tue, 12 Mar 1996, Dennis Gibbs wrote: 

Greetings all, 

I was reviewing my HRO-60 documentation the other day, in preparation for an 
alignment on my HRO-60. I have two xeroxed copies of the HRO-60 manual, which 
I thought were identical. Upon closer examination, they are different in some 


very important areas. 


One copy says that the second coversion IF frequency is 2010KHz. Another copy 
says that the second conversion IF frequency is 1990 KHz! 


VV VV VV VV VV WV 


Both copies indicate the first conversion IF is 455KHz. 


My SAM's photofact for the HRO-60 shows the first IF to be 2010 kHz and 
the 2nd IF to be 455 kHz. 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: Al Klase <alklase@postoffice.ptd.net> 

Subject: Re: HRO-60 experts - I need help!! 

Message-ID: <199603130259.VAAQ7419@ns1.ptd.net> 


>> 
>> One copy says that the second coversion IF frequency is 2010KHz. Another 
copy 
>> says that the second conversion IF frequency is 1990 KHz! 
>> 
>> Both copies indicate the first conversion IF is 455KHz. 
> 
If the second local oscillator is crystal controlled, as I think. 
Check and see if the frequency in marked on the crystal. Then you can 
calculate the intended first IF frequency by adding or subtracting 455(456?) KHz. 


73, 

Al Klase - N3FRQ 
alklase@mailbox.ptd.net 
Flemington, NJ 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Philip Gwynne McCoy <pgmccoy@wam.umd.edu> 
Subject: JT-350 

Message-ID: <199603121522.KAA13197@rac2.wam.umd.edu> 


Subject: JT-350 

From: Philip McCoy W3SAK 

If you are looking for the wiring diagram for JT-350 
please e-mail me at dgnova@glue.umd.edu 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: Hadley Allhands <had@halcyon.com> 

Subject: Manual 4 SX101 MK1 

Message-ID: <Chameleon.4.01.2.960311191132.had@had> 


Hi to all. 

AH a new BA from the Puyallup swap meet. Fairly clean and working SX101 Mark 1 but 
no 

book. If anyone can help with a owners/service manual, or copy, for this 70 Lb 
beast 

please e-mail. I'll be glad to pay a fair price. 

TNX and 73. 


Name: Hadley Allhands, N7REN 
E-mail: had@halcyon.com 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: pmills@cyberhouse.com (Phil Mills) 

Subject: March 1958 CQ or copy needed 

Message-ID: <199603121712.LAA21172@ns.cyberhouse. com> 


I need a copy of a March 1958 CQ magazine or a copy of the article on 
the "rockcrusher" amplifier contained therein. Will pay appropriately 
for either.... 


thanks, 
Phil 


Phil Mills, AB5TH 
pmills@cyberhouse.com 
713-992-5762 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 

From: Doug Willoughby <willo@greatlakes.Central.Sun.COM> 

Subject: Matching Speaker for SX-25 

Message-ID: <Roam.3.0.826641878 .18933.willo@greatlakes.Central.Sun.COM> 


I'm still looking for a matching Halli speaker for 
my SX-25. Does anyone have one they'd like to part 
with? 


Also, I'd sure like to find an original manual for 
the SX-25 


Doug 

From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Andy Howard WA4KCY <102452.362@compuserve. com> 
Subject: Missing Equipment 

Message-ID: <960312185140_102452 .362_DHT79-1@CompuServe. COM> 
Re: Missing equipment. 


I did not realize that my ex-wife had married again. Surely there are not two 
people that would take all of a man's toys and sell them. 


It ain't funny a bit.. It was not necessarily the money. Just spite. 
I can't replace your equipment but I am with you in spirit. I have been there. 


Andy, WAAKCY 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: bill@texan.frco.com (William Hawkins) 

Subject: Re: Missing Equipment 

Message-ID: <9603121912 .AA20686@texan. frco.com> 


"Hell hath no fury like a woman scorned." - for those who haven't learned 
that yet. 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: dt@scotborders.co.uk (David Topham - Arts & Science) 
Subject: Re: Missing Equipment 

Message-ID: <9603121936.AA02149@scotborders.co.uk> 


I had no idea this problem so prevailant. Fortunately one of her friends 
threatened to set fire to my shack, so one dark night I removed everything 
to safety :-) 


But no, it ain't funny. Be prepared.... 


73 David Topham GM3WKB dt@artscience.scotborders.co.uk 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: "Lahlum Ross" <ross_lahlum@msmail.wes.mot.com> 
Subject: RE: Missing Equipment 

Message-ID: <9603122010.AA13165@kay.wes.mot.com> 


My XYL related a conversation she had with the widow of an SK, who, upon his 
death, promptly put the entire contents of his shack in the garbage. At least 
she had the decency to wait. I have thought about this & instructed my wife to 
give my stuff to specific friends who will appreciate & take care of it. 


73, 
Ross 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 


From: "Gable, Edward M" <emg@rfpo2.rfc.comm.harris.com> 
Subject: Re: Missing Equipment 
Message-ID: <3145DFE2@smtpgate.rfc.comm.harris.com> 


aaa hae So my wife said, Choose me or 
your stupid ham radio...." Over 


de K2MP 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: "Lahlum Ross" <ross_lahlum@msmail.wes.mot.com> 
Subject: RE: Missing Equipment 

Message-ID: <9603122037.AA13461@kay.wes.mot.com> 


BTW, I forgot a key phrase - added in caps: 


My XYL related a conversation she had with the widow of an SK, who, upon his 
death, promptly put the entire contents of his shack in the garbage. At least 
she had the decency to wait. I have thought about this & instructed my wife to 
give my stuff to specific friends who will appreciate & take care of it - BUT 
NOT UNTIL I'M LEGALLY DEAD! 


73, 
Ross 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 

From: Richard E Robinson <rerobins@uncc.edu> 

Subject: Re: Missing Equipment 

Message-ID: <Pine.SOL.3.91.960312161726 .25080B-100000@unccsun> 


This woman sounds like one of Lewis Grizzard's ex-wives, so lowdown she even 
took his dog. 

May her fingernail polish forever chip. 

73, 


Rick kf4ar 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: KA9EGW@aol.com 

Subject: re: missing equipment 

Message-ID: <960312183634_244426796@mail04.mail.aol.com> 


"If it's got tits or tubes, it'll cause you grief..." 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: re: missing equipment 

Message-ID: <70604.ddillman@igc.apc.org> 


On Tue, 12 Mar 1996 17:37:45 -0600 (CST), 
KAQEGW@aol.com <KA9EGW@aol.com> wrote: 


>"If it's got tits or tubes, it'll cause you grief..." 
Or, let's be fair, some of life's greatest joys... 


Dick Dillman 
WPE2VT N6VS_ ex-WA2BIK 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 

From: kizat@bah.com 

Subject: Re: Missing Equipment 

Message-ID: <Pine.SUN.3.91.960312202537 .22956F -100000@boo0z.bah. com> 


Se eae aslate 6 So my wife said, Choose me or 
> your stupid ham radio...." Over 


....gosh, I'm gonna miss her. 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: "Integration Area" <integrat@usr.com> 

Subject: Navy electroarchaeology 2 

Message-ID: <9602118265 .AA826599654@robogate.usr.com> 


It has been a while since the first posting, so... 


I started a Naval contract database in order to solve some of the 
questions we have about some of the military equipment we come in 
contact with. For example: 


How many TCSs were procured for the Navy? 

What is the most common style of AN/ARC-5 receiver? 
Which radar came first - SA or SC? 

When did the AN/SRR-11s start seeing service? 

How much did we spend on each TDZ? 


The goal of this long term project is to reconstruct the contracts our 
National Archives pitched years ago. These contracts contained a great 
deal of information - clues to engineering and procurement costs, 
delivery dates, numbers purchased by the Navy, etc.. Yes, it is possible 
that we will stumble upon some huge document that has all of the lost 
contract information, but the probability is VERY small. With a database 
built from the remnants of information that exists scattered in cellars, 
warehouses, collections, and basements, the original contract 
information can be figured, and some of our questions answered. 


You can help by submitting data for the database. The best place to find 
this data is on the tags on the equipment, and the technical manuals and 
directories published by the government. So, look at your AN/ARC-5 or 
TCS. Jot down some notes next time you see some interesting bit of Navy 
radar or sonar equipment at a hamfest. Any bit of Navy gear is of 
interest - radio, radar, sonar, IFF, test, power, anything. Remember, 
the more bits of data collected, the better. 


Of most interest are contract numbers and dates, serial numbers, 
contractor and subcontractor names, and accepted and in service dates. 
Any other data is welcome. Submit as much or as little as you like. 
Entries can also be submitted on an anonymous basis, for those who wish. 


The database will be open to anyone that wishes to use it. Results of 
data crunching (starting when I have a decent set of data) will also be 
posted on Boatanchors. This is a public domain project. 


I must say that response has been a little cold since my first call for 
information. I thank those who submitted something, with a special thank 
you to those that put in extra effort. However, I know that there are 
_far_ more Boatanchor people with Navy gear out there. Please take a few 
minutes to help out. Remember, xyourx TCS may be the high serial number 
of the bunch, or *xyour*x R-26/ARC-5 may be from an oddball contract! Your 
single entry may uncover a big clue. The database now contains several 
hundred entries (most are from my notes), but for any meaningful results, 
I will need many more. 


If anyone would like a copy of my original post, please email me (not 


the list), and I will shoot a copy out. 
Thank you for your support. 


William Donzelli 

304 South Chester 
Park Ridge, IL 60068 
(708) 825-2630 
integrat@usr.com 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: don merz <71333.144@compuserve.com> 

Subject: Neat Book Worth A Look 

Message-ID: <960312041501_71333.144_DHB13-6@CompuServe.COM> 


I came across a neat reference from an off-the-beaten-path source that you 
military-afflicted may want to keep an eye out for. The book is A HISTORY 

OF ENGINEERING AND SCIENCE IN THE BELL SYSTEM, NATIONAL SERVICE IN WAR AND 
PEACE, 1925-1975. It apparently comes in 2 volumes, the first one covering the 
early years, but I only have the second volume. 


This thing has pretty complete histories of Western Electric's involvement in th 
the development of radar including all the early sets, radio from SCR-183 through 
SCR-274N and much more, plus landline, teletype, analog and digital 

computers and early missile and warning systems. The SCR numbers covered in 

the book form a long, long list. Plus there's stuff in here I never 

would have believed like machines for laying telephone wire from an 

airplane! 


It's a readable history too. Well worth the time. 
Check your local used book emporium for this one... 
73, Don 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 

From: "Ray L. Mote" <rmote@rain.org> 

Subject: Re: Neat Book Worth A Look (WW2 Bell Labs work) 

Message-ID: <Pine.SUN.3.91.960312102921 .4477E-100000@coyote.rain.org> 


2 volumes??? No indication of that on my copy, which is hardbound and 
runs 757 pages, copyrighted in 1978. The Acknowledgements section 
mentions "Like the first volume of this history, subtitled *The Early 
Years (1875-1925)x*, this second volume is the work of many members of 
the technical staff of Bell Laboratories...". Could that volume be what 
Don was referring to? The book actually begins with Part I - The World 


War II Period, instead of 1925. Apparently there wasn't much to speak of 
in the 1925-1941 period. 


VS gains Ray Mote, W6RIC <rmote@rain.org> 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: "Greg Anders" <anders@autopsy.corp.sgi.com> 
Subject: Need Cabinet for Marauder 

Message-ID: <9603121450.ZM19658@autopsy.corp.sgi.com> 


A really interesting Heathkit Marauder crawled into my car last 
Saturday at the Foothill flea market... Its interesting and unusual in that 
the Marauder came without its cabinet. The seller apparently found the 
Marauder in a Christian broadcast station rack mounted. I have no idea 
what a broadcast station wanted a Marauder for but, the unit is in excellent 
condition except for 30+ years of dust. Now, I need to figure out a cabinet 
solution so I'm looking for ideas??? Anyone have any interesting ways to 
build cabinets for this size rig? Perhaps I could find a source for boxes 
the size of a normal equipment rack; the unit wouldn't be too large for that. 
On the other hand perhaps this resourceful organization has someone who has 
conquered this kind of problem before.... Any suggestions would be greatly 
appreciated. This rig is cleaning up nicely and would not surprise me if it 
works the first time I apply power. 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: David Adams <dave@flowserver.stem. com> 

Subject: Need Manual for SX-140 

Message-ID: <9603121804.AA01276@flowserver.stem.com> 


Greetings! Just purchased a Halli SX-140 to match my HT-40. 
Anyone have a manual they wish to part with? 


73 de dave, n9uxu 


David J Adams N9OUXU QRP-L #83 
dave@flowserver.stem.com NorCal QRP #1442 
(415) 813-5028 Flow Cytometry Specialist 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 


From: jerry_kovacs@om.cv.hp.com 
Subject: Need Manual- HQ-129, SP-600JX 
Message-ID: <H00016600f352cd1@MHS> 


Item Subject: Text_1 
I am looking for manuals for the Hammarlund HQ-129 and also the 
SP-600JX. Is there a source of originals somewhere for the SP-600JX? 


A good copy would be fine for the HQ-129. 
TNX, 


Jerry WB6EDQ 
j_kovacs@om.cv.hp.com 
(541) 929-5379 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: jerry_kovacs@om.cv.hp.com 

Subject: Re: Need Manual- HQ-129, SP-600IX 

Message-ID: <H00016600f37ab84@MHS> 


Item Subject: Need Manual- HQ-129, SP-600IX 
I remember I have an original SX-28 manual (in excellent cond. minus 
the covers) I would trade for an original HQ-129 or SP-600JX manual. 
I'd prefer the SP-600JX manual if I could get it... 


Jerry 
j_kovacs@om.cv.hp.com 
a pe ee aS Ee Reply Separator 
Subject: Need Manual- HQ-129, SP-600JX 
Author: Non-HP-boatanchors at 
HP-Corvallis, shargw1/dd.RFC-822=boatanchors\@theporch\.com 
From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: wb6zwc@ns.net 
Subject: Re: Need some tips on HV power supply design for my 3-1000 amp: 
Message-ID: <2.2.16.19960312141103 .1097b406@mail-1.ns.net> 


At 03:00 PM 3/10/96 -0600, you wrote: 

>Greatings BA's, 

> 

>I am building a 3-1000 RF amplifier and have collected the following components 
>for the pwr supply: 

> 

> 

>Chris WA6SUY Near San Francisco, CA. 

> Chris my e-mail does not like your address so I put my comment on 

boatanchors; maybe 


something went wrong in the translation. I have it as CVICTOR@dbc.com -- is 
this 

correct? 

> 

>Chris here is one in your area and the price is right and it has a center tap., 


Richard, 
Here are the transformer specs. 


4 ---) || (+--+ 7 
117V ) Il ¢ 6350V @ 500 ma 
BS re i ee CT 
|| (------ 6 
2.4 Se) iil i€ 
117V ) II ¢ 
1 ---) || (-e-+-- 5 


The markings on the transformer were TF1002YY 
WV Terminals 1,2,3,4 625 V 
WV Terminals 5,6,7 8300 V 


Saratoga Industries 
AF 251 B 
AmFed 162-314 


Some of these numbers are partially obliterated with some minor corosion. 
The transformer is in good condition, and is potted, so the windings 
should still be in excellent shape. 


Let me know what you want to do. 
73 
Paul WA60kKQ 


Chris let me know if you like to have this transformer. I was planing on 
getting 

it as Paul was going to trash it. However, seems you might have a good 
application. 


On the capacitors I would want more rated voltage than you have if you are 
going 

to use 6kv for the plate. I have a couple of 4-1000's that have been run at 
the 

6kv and the supply caps have a working voltage of 10kv. 

KA KKK KK KKK KKK AKAIKE KAKA ARK KI 

Richard wb6zwc@ns.net 

Still looking for BLeeder 


Resistors 7.5 K @ 160 Watts 
& 575A's Hv rectifiers (toobs) 
KKEKKKKKKKKKKKKKKKKKKKKKKKKKKK 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: MODSTEPH@ACS.EKU.EDU 

Subject: Need SX-115 Manual copy 

Message-ID: <Q1I28ZNIPYQWOO8B11@ACS.EKU.EDU> 


The subject says it: need a coppy of the manual for the Hallicrafters 
SX-115, particularly looking for schematic and alignment instructions. 


73, Al N5AIT 
modsteph@acs.eku.edu 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: robert fowle <hammarlund@voyager.net> 

Subject: o.k. (NC-173) 

Message-ID: <199603120149.UAA27302@vixa.voyager.net> 


so nobody wants to pay cash for this fine rig. How about trading??? 


for ...Ohh...say...... (< sssshhh...2M gear... autohh..did I say that.. 


anytakers?? 


Robert Fowle 
The HAMMARLUND Historian 
Ph. voice or fax 517-789-6721 
1215 Winifred 
Jackson, Mich. 49202-1946 
E-mail at: hammarlund@vixa.voyager.net 
HAMMARLUND LITERETURE WANTED 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Bob Roehrig <broehrig@admin.aurora.edu> 
Subject: output transformers 


Message-ID: <Pine.ULT.3.91.960312083114 .18613A-100000@admin. aurora. edu> 


>) 


I lost the original post, but someone was looking for the dope on a Merit 
output transformer. I thought I would mention that I have tested various 
unmarked transformers to find out what they might be usefull for. For 
example it is possible to use a 12 volt filament transformer in place 

of a 600 ohm to 4 or 8 ohm voice coil transformer. Someone else mentioned 

a while back that you can also use a 70 volt line to voice coil transformer 
for the same purpose, choosing the right taps. 


I test various transformers by first looking at the windings with an 
ohmeter which usually gives a good indication of hi and low impedance 
windings. Then I feed an audio osc (600 ohms) into one winding. By 
measuring the voltage on the other windings(s) you get the turns 
ratio and can then figure the impedance ratio. This is simplified, 
but you get the idea. 


Of course there are other things to consider and I am not sure exactly 

how one determines this, but, for example, you probably couldn't use a 5 
volt filament transformer as a 4000 ohm plate to 8 ohm speaker transformer 
because the inductance of the windings is too low (or something like that). 


In other words, a transformer with a 4 turn primary winding and 2 turn 
secondary has an impedance ratio of 4. So does one with 4000/2000 turns. 
Obviously one would not use the 1st example as a plate to grid transformer. 
How do you know what is suitable? I just kind of "guesstimate" with an 
ohmeter. 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 

From: Kevin Pease <hamradio@mm1001.theporch.com> 

Subject: Re: output transformers 

Message-ID: <Pine.LNX.3.91.960312182538 .21846A-100000@mm1001.theporch. com> 


I posted the message about the transformer. It is a universal push-pull 
or single plate to speaker transformer. Where it resides it is hard to 
get to the output terminals. There are six output terminals. I would like 
to connect it corectley before I shoehorn it into place. I know that a 
6V6 with the voltages and bias it has is around 8000 ohms impedance. ai 
just need to connect it the right way the first time and install it into 
the hard to get to location. 


I have put a 8000 to 4 ohm transformer in the Radio and it is working 
just fine. My concern is that the transformer that I am useing is only 


rated for 20 MA and 3 watts output which is a bit shy of the 4 watts 
needed. It does no run warm but I also don't want to replace it again. 


So I would like to use the universal 8 watt transformer for safety's sake. 


Kevin Pease 
WBOJZG Mount Juliet, TN. 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 

From: berg stephen erik <z931086@corn.cso.niu.edu> 

Subject: P&H 6-150 Rides Again! 

Message-ID: <Pine.3.89.9603121401.A6199-0100000@corn.cso.niu.edu> 


This is the Spring Break here at the University, and rather than 
join my fellow students 20 to 30 years my junior at Padre Island etc., I 
stayed home and played with my toys. I went up to my favorite parts 
distributor yesterday, and bought a bunch of new electrolytics. This 
morning, I finished replacing the old ones in the P&H with brand new 
parts. I vacuumed out the dust, lubed the fan motor, plugged it in, and 
fired it up. The fire extinguisher was not needed this time. It worked! 
Driving it with my Ten Tec Argonaut II, I was able to get out over 100 
watts on 6 meters. I have had this transverter since I was in high school 
in the 1960's. I have replaced a few tubes over the years, but they had 
many hours of use. The rig is a great design, and very well laid out. 
All the chassis parts are copper plated. It was relatively easy to pull 
out the old capacitors, and replace them with new CDE units. I do not 
have any other P&H equipment, but I am really impressed with this one. It 
is a whole bunch easier to work on than my Johnson Thunderbolt amplifier. 


I recently got a new dial mechanism for my Clegg Interceptor 

(thanks again Pete!), and I hope to fix that one too this week. My scope 
is in for repair, and once I get it back, I can start on one of my tube 
SSB exciters so that I can have fun on 6 meters again this Summer. I have 
not had this station on the air since the early 1970's. It was a real 
thrill to see the wattmeter rise as I tuned up that twin tetrode final 
stage. My neighbors have watched television long enough! I'm getting 
back on 6 meters! 


73, 


Steve WA9JML 
Z931086@corn.cso.niu.edu 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: Arthur Moe <kb7ww@aracnet.com> 

Subject: Parts & manual WANTED 

Message-ID: <199603130130.RAAOQ3802@trapdoor.aracnet.com> 


After last weekend I need a few things to go with what followed me home. 


1. Meter for HEATH AT1 working or not. I belive these were made by 
ELECTRO-MECH INSTRUMENT CO. 10 ma and fit 2.00 in. hole. It uses 
a "U" shaped clamp to hold it in and has a black square metal case. 

2. Manual for E.F. Johnson RANGER I Would like a real one but will go 
for good copy if I have to. 

3. For the RANGER tea. of the long screws. and sorce of the large ZIP 
cord for the 110v ac. 


Thanks to all for any help. 


art 
Kk 
AT THE END OF THE OREGON TRAIL 
Arthur Moe 
A.R.S. KB7WW 


QTH: Oregon City, Or. 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 

From: Nina West <ninaw@u.washington.edu> 

Subject: Proper Tube Handling Question 

Message-ID: <Pine.A32.3.91] .960311183710 .137284A-100000@homer25.u.washington.edu> 


This is a shop practices question I have always wondered about and am 
hoping for some education on: 

When testing tubes one by one or substituting a known tube in a 

boatanchor (an R-388, for example), should one turn the power off each 
time before a tube is removed or can the power safely remain on while a tube 
is removed and replaced? Other than burning your fingers (electrically or 
thermally) is it safe for the boatanchor circuits? 

Thanks 

Fred Powell 

c/o 

ninaw@u.washington.edu 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: Henry van Cleef <vancleef@bga.com> 

Subject: Re: Proper Tube Handling Question 

Message-ID: <199603120339.VAA21092@zoom.bga.com> 


As Nina West said 


This is a shop practices question I have always wondered about and am 

hoping for some education on: 

When testing tubes one by one or substituting a known tube in a 

boatanchor (an R-388, for example), should one turn the power off each 

time before a tube is removed or can the power safely remain on while a tube 
is removed and replaced? Other than burning your fingers (electrically or 
thermally) is it safe for the boatanchor circuits? 


VVVVVV VV WV 


Well, it depends on a few things. Generally you can get away with it, 
and a lot of old radio fixers in the forties and fifties did just this. 


I wouldn't do it in a series string set. In particular, don't never 
ever do it in a 3-way battery set with a rectifier feeding the filament 
string (the filter cap will charge up and zap the tubes when you 
complete the filament circuit again). I also would not do it with 
power-handling tubes. 


Other items not to do this in are Tek scopes and HP400 meters. You can 
pull some tubes and replace them with cold ones in a Tek scope, but 
there are some that don't like getting full voltage when cold---they 
can have 500 volts across them. The HP meters use a series-parallel 
heater string, and you'll stress a heater if you take one out of the 
string. 


In a radio receiver, you can pull out RF, local oscillator, mixer, IF, 
and detector and replace them without problems. 


>From a personal point of view, I shut off power before reaching inside 
anything. That's a safety issue. 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKK 


Hank van Cleef vancleef@bga.com vancleef@tmn.com 
KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKAKK 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Michael.J.Knudsen@att.com 


Subject: Re: Proper Tube Handling Question 
Message-ID: <9603121732.AA01304@bock.ih.att.com> 


I've always considered pulling and replacing tubes "hot" to be OK 
on an AC, trnasormer powered chassis. The little surgeof filament 
current is probably hard on the two socket pins that carry it, tho. 


On AC/DC series string sets you want to make sure the other tubes 

have cooled for a few seconds (no more red glow) before pluggin in 

a cold tube, so the surge current will balance out. Also pulling a tube 
hot in one of these sets will arc 120VAC, not 6 or 12VAC, on the poor old 
pins. 


Of course you know not to do this on Trans-Os and other AC/DC/Battery portables 
with the 1-volt tubes, where a big fat capacitor chargtes up to way too 
much voltage whenever a tube is missing or open. 


Modern sand-based tube substitutes, OTOH, should not be subjected to this sort 
of abuse. They can take our verbal abuse pretty well tho. 73, mike k aa9rg 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: w7ni@teleport.com (Stan Griffiths) 

Subject: Re: Proper Tube Handling Question 

Message-ID: <199603130003.QAA19298@desiree.teleport.com> 


>I've always considered pulling and replacing tubes "hot" to be OK 
>on an AC, trnasormer powered chassis. The little surgeof filament 
>current is probably hard on the two socket pins that carry it, tho. 


In some cases, plugging in a tube with the instrument "hot" can stress the 
tube severely. You are probably familiar with the famous "time delay relay" 
found in most tube-type Tek scopes. It is in there to give the tube 
filaments a chance to warm up before applying full B+. You can blow tubes 
in some circuits if you allow B+ to be present when the filaments are coming 
up from cold. The vertical output tubes in the 581A and 585A are a good 
example. You probably won't run into this, but if you pull certain tubes 
out of the 519 sweep circuit, it free runs at way too fast a rate and burns 
up all sorts of stuff including cables! I know. I did it once in the 
Tektronix Test Department because I ingnored the warning which was printed 
right on the chassis. After that, I got 4 extra hours of training by a guy 
who carefully explained to me why you should not EVER pull that particular 
tube out of an operating 519! In this case, simply pulling the tube OUT 
caused stress (and damage) . 


All I can say is caution is a good idea if you don't know for certain what 
to expect. 


Stan w7ni@teleport.com 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: john <johnmb@nando.net> 

Subject: Re: Proper Tube Handling Question 

Message-ID: <9603130024.AA15318@nando.net.nando.net> 


>From: w7ni@teleport.com (Stan Griffiths) 

[snip! ] 

>All I can say is caution is a good idea if you don't know for certain what 
>to expect. 

> 

>Stan w7ni@teleport.com 


Whether considering washing dials, powering up old gear for the 
first time after a long hibernation, or trying a new cleaning solvent on 
a cabinet, THIS is as close to a BA trueism as there is! ! ! 


:=) 
/john 


John Brewer johnmb@nando.net 
WB50AU/4 AMI 424 
Vintage Gear web page: http://www. zynet.com/~johnb 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Radiomatt@aol.com 
Subject: R-1230 Receiver 
Message-ID: <960312100913_244034289@mail04.mail.aol.com> 


I have a National Radio Company made R-1230 receiver 1965 vintage, which uses 
some nuvistors in the RF stage, Does not have PS; so I haven't been able to 
evaluate it. 

The unit was part of an RDF setup (has output connector to indicator). 

Does anyone have one of these, or a manual? 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: Sandy Blaize <70401.134@compuserve.com> 
Subject: RCA WV-87A Master VoltOhmyst 


Message-ID: <960312004822_70401.134_THD152-2@CompuServe. COM> 


Ed, 

On most old VTVM's that have a "DC/AC" switch on the probe 
use the "DC" position for measuring DC voltage, use the "AC" position for 
measuring AC volts and ohms. What the switch does is switch in and out 
a resistor (usually 1 megohm). The resistor serves to further isolate the 
intrusion of the VTVM probe in the circuit under test. By minimizing the 
loading effect of the test instrument, a more accurate indication of DC 
voltage will be obtained. 

Usually, in the schematic diagram, a note is made of what type instrument 
was used in obtaining voltage callouts on the schematic (or the 
tube base pinout/voltage table.) This is usually either a 20,000 ohm/volt meter 
(such as the Simpson 260 or Triplett 630) or a 10 megogm input VTVM. 
If the callouts are for the 20,000 ohm/volt meter, the voltages are likely to be 
higher by 5% to as much as 100% if you use a VIVM. The opposite is true 
for voltage callouts done with a VTVM and a 20,000 ohm/volt meter is used. 
Just how much the error will be depends on the value of the resistance between 
the test point and the source in the power supply. 

For instance, measurements made on the AF output stage cathode, 
screen and plate voltages will be close with both instruments. Plate voltages 
in low-level audio stages, or circuitry where current is not flowing or current 
flow is very low (less than a ma.) readings are likely to be considerably 
different! MORAL: Use the instrument called for in the schematic or base pin 
voltages table! A solid state meter with say 1-10 megohm input impedance will 
satisfactorily substitute for a VTVM in most cases. 

I hope this helps you ex-solid state types who are getting your feet wet 
with "hollow-state" glass bottle gear! 
73, 


Sandy W5TVW 


Boat Anchors collected, restored, modified and used! 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Philip Gwynne McCoy <pgmccoy@wam.umd.edu> 
Subject: S20-R transformer 

Message-ID: <199603121517 .KAA12937@rac2.wam.umd.edu> 


Subject: S20R output transformer 
whoever wanted the audio output transformer for this receiver 
please contact me at dgnova@glue.umd.edu 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: sinned@VNET.IBM.COM 


Subject: Sockets & Filter 
Message-ID: <199603122254 .QAA19321@uro.theporch. com> 


1. A friend is looking for sockets for 4X150B/4CX250B. I'll get 
your replies to him for direct negotiations. 


2. I have a Collins filter (new) marked as follows: 
F 455 Z 4 6751 
526 9364 00 
I hope it's 400hz at 455kc. It's in a round metal case 
and says "Collins Mechanical Filter". 


Thanks in advance! 
Dennis KC5EPZ 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 

From: Kevin Pease <hamradio@mm1001.theporch.com> 

Subject: Re: Sockets & Filter 

Message-ID: <Pine.LNX.3.91.960312184850 .21846B-100000@mm1001.theporch. com> 


Kevin Pease 
WBOJZG Mount Juliet, TN. 


On Tue, 12 Mar 1996 sinned@vnet.ibm.com wrote: 


> 2. I have a Collins filter (new) marked as follows: 

> F 455 Z 4 6751 

> 526 9364 00 

> I hope it's 400hz at 455kc. It's in a round metal case 

> and says "Collins Mechanical Filter". 

> 

455 F455Z-4 526-9364-00 upper 2.7 @ 3 dB Y (long) 


The above says it all. 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: lakeith@wrdis01.robins.af.mil (Larry Keith) 
Subject: Speakers? (was Missing Equipment) 

Message-ID: <199603121923 .NAA29514@wrdis01.robins.af.mil> 


In your message of 12 Mar 1996 at 1312 EST, you write: 
> 
> I did not realize that my ex-wife had married again. Surely there are not two 


> people that would take all of a man's toys and sell them. 


Hmm.. Kinda sounds like my ist ex-wife.. 


On the lighter side, I am looking for matching speakers for my 
Hallicrafters SX-28 and my Hammarlund HQ-180A.. 


Sell them to me before your ex-wife does!! 
13% 


Larry, KQ4BY 
lakeith@wrdis01.robins.af.mil 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: JimP911@aol.com 

Subject: Re: Stand Corrected HUM problem 

Message-ID: <960311195735_443861783@mail02.mail.aol.com> 


1/2" and 5/8" eight foot ground rods are a lot cheaper at Home Depot than 
Radio Shack. I think I paid around $8.50 the last time for a 5/8''. 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 

From: roecker.greg@ist.v£.mmc.com 

Subject: Re: Stand Corrected HUM problem 

Message-ID: <Chameleon. 960311211356. greg@bldg27.acc.v£.mmc.com> 


a lc telat ane Original MesSavesnssssessx=-s=4 
1/2" and 5/8" eight foot ground rods are a lot cheaper at Home Depot than 
Radio Shack. I think I paid around $8.50 the last time for a 5/8''. 


Ahhhh . . . another Home Depot shopper!!! . . . I do all my 

wire antenna shopping there . . . number 18 stranded comes in 

500 foot reels . . . and with all the wire antennas that I make in a year, I buy 
in bulk! !!!!!! 

73, 

Greg 


N40SJ 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: "Benjamin D. Hall" <bdhall@ghgcorp.com> 

Subject: Re: Stand Corrected HUM problem 

Message-ID: <3144EA9B.730A@ghgcorp. com> 


roecker.greg@ist.vf.mmc.com wrote: 

> 

Sposa See S Seo Original Message--------------- 

> 1/2" and 5/8" eight foot ground rods are a lot cheaper at Home Depot than 
> Radio Shack. I think I paid around $8.50 the last time for a 5/8''. 

> 


> Ahhhh . . . another Home Depot shopper!!! . . . I do all my 
> wire antenna shopping there . . . number 18 stranded comes in 
> 500 foot reels . . . and with all the wire antennas that I make in a year, 


> I buy in bulk! !!!!!! 


Same here. You just cannot beat the price. I think I paid about $17 for 500 
ft of 18 gauge stranded at the Depot. 5/8" ground rod was $8 or so, if I 
remember correctly. Not bad buys at all! I added a few ceramic insulators, 
two cooperative trees and a ladder and I had a 120' longwire for under $35, 
plus had tons of wire left over. Now that is value! 


73, 

Ben (Another paid member who thinks BA is one heck of a deal and doesn't care 
what Phil and Jack do with the money. For all the time they put into this, 
they deserve to spend the money on vacations in Aruba!) 


BDHall@ghgcorp.com * BHall@GP802.jsc.nasa.gov 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: DUBE2@delphi.com 

Subject: Re: SW receiver with only 3 tube types 
Message-ID: <Q11I288Y438V2985PNL@delphi. com> 


Ah, yes. My GE tube manual lists the EF-93 equivalent as a 6BA6 
(remote-cutoff RF pentode) and a ECC88 equivalent as a 6DJ8 ( low-mu twin 
triode). The ECH81 equivalent is given as a 6AJ8; however I couldn't find 
any info on the 6AIJ8, other than a tube base diagram that indicates that it 
is a triode-heptode. 


So it looks like the receiver has 3 RF pentodes, 8 low-mu dual triodes, and 
5 triode-heptodes. That's a heck of a combination, and I wonder where the 
power amplifier is for the audio output; or does it just have a headphone 
output? 


73, 
Dube Todd AB5AP dube2@delphi.com 


The wear on a hypothesis is proportional to the distance of the 
extrapolation from the experimental results - Eli Brookner 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: rerobins@unccvm.uncc.edu (Richard E. Robinson) 
Subject: SX-28 newbie 

Message-ID: <199603122116.QAA09894@mail.uncc.edu> 


I'm an SX-28 newbie, so help me out. 


Sunday at the Charlotte Hamfest, I purchased my first SX-28. It was pretty 
rough, some rust and dirt, no cabinet, one tube missing, but it seemed to 
be calling to me. I know, when the BAs start calling out to you, it's time 
for a rest. Anyhow, as I paid the fellow for the rig, he offers me the 
original manual for an extra $10. Clever fellow, he saw me coming. 


This SX-28 must have been WWII surplus, for the manual has stamped on the 
front cover right above the Hallicrafters logo: 


MODEL CONTRACTS 
RCF NXss-19001 
RCF-1 NXss-28816 


penciled across the very top is: RBY-1 
Can anyone explain all of this? 


The receiver has had several mods added to it. Fortunately no holes in the 
front panel and all knobs, and the meter are original. It has some rust 
but alot of it is coming off with elbow grease and GoJo. Inside the manual 
were 11 handwritten pages documenting all the mods, where they were from, 
and dates they were done. This must have been a much loved and fussed over 
receiver at one time judging by the time that went into these pages. The 
mods seem to be from the May, June and July 1959issues of CQ. 

The mods are: 

rework audio system 

replace 1st RF (6AB7) with 'S-9er' 

add voltage regulator VR-105 

add Panorama output 

. changed V2 (6SK7) to 6AB7 

I did not “qast all mods done, there are 16 documented. Every capacitor and 
resistor that was changed, added, or removed was noted. There are several 
pages of design doodles and revisions, notes taken during alignment, and a 
note in red pencil to "use new parts". The dates on the pages are 10/20/65 
and 2/24/66. 


aRWNER 


Questions I have: 


1. The 'S-9er' rings a distance bell. It looks like it plugs into 
the 6AB7's socket. It is a rectangular IF can looking device with a 
miniature tube poking it's head up from inside. Can anyone provide any more 
info as to whether this is homebrew or a commercial piece? I haven't tried 
to remove it yet. 

2. Does anyone have any copies of the May, June and July 1959 CQ 
that would be willing to copy the SX-28 articles mentioned? I'll be glad 
to pay the costs. 

3. The plastic cover in the S-meter is warped and no longer fits. 
Are there any suggestions for a replacement? 


Thirty years ago this was someone's pride and joy and I'd like to at least 
try to get it cleaned up running again. If possible, I think I'll leave the 
mods intact. Looking at the handwritten pages gives me the feeling of 
somehow knowing the ham who did all this. I may call the fellow I got it 
from and found the name of the SK who owned it. John, K4BAW, said he got 
it from a friends' estate. 


I know the '28 was Hallicrafters top receiver for awhile. I'd like to know 
more about this old beauty, so any info will be appreciated. 


Thanks and 73, 


Rick Robinson kf4ar 
rerobins@uncc.edu 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: "Gary H. Harmon, Jr." <gharmon@txdirect.net> 
Subject: SX-99 S-Meter & Manual 

Message-ID: <199603121233 .GAA04427@legend.txdirect.net> 


I realize that this is a silly question but does anyone have a SX-99 S-meter 
lying around? Also, I could use a copy of a SX-99 manual to see how what 


the S-meter circuity was. FYI, I have the S-85 with the Lafayette S-meter. 


Thanks in advance BAs. 


<<<<<<<<< TOO many projects, NOT enough time! >>>>>>>>>> 


Gary H. Harmon, Jr., K5JWK gharmon@txdirect.net 


6302 Robin Forest K5IWK@K3WGF .STX.USA.NOAM 
San Antonio, TX 78239 (210) 657-1549 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: joe.selkregg@amail.amdahl.com 

Subject: TEK 1L20 manual needed. 

Message-ID: <mOtwlyW-000090C@juts.ccc.amdahl.com> 


I seem to remember that someone offered to sell a manual for a Tektronix 
1L20 plug in. This was last week and I deleted the mail and do not remember 
who the person was. 

If there was such a thing and it is still available, could you inform me? 
Thank you 


Joe S. 


joe.selkregg@amail.amdahl.com 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: lstolz@tekelec.com (Lynn Stolz) 

Subject: TRADE: 2nd Ed. Radio HB for 3rd Ed. Radio HB 
Message-ID: <9603121334.AA05398@london.oh.tekelec.com> 


Fellow Anchorites, 


I'm Looking to trade my duplicate second edition (1936) Radio Publications 
Handbook for a third Edition (1937) Radio Handbook. The 3rd edition has the 
title "Frank C Jones Radio Handbook". 


Anyone having a duplicate 3rd edition that needs a 2nd edition, I would 
like to hear from you. I'd even consider buying one outright. 


Lynn Stolz, N8AJ -- lstolz@tekelec.com 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 

From: Kevin Pease <hamradio@mm1001.theporch. com> 

Subject: Transformer specs. 

Message-ID: <Pine.LNX.3.91.960311202244 .19059A-100000@mm1001.theporch. com> 


I need to access the colective wisdom and knowelege of this fine group. 
The plate transformer of my HQ-120 blew out. I need 8000 ohms to 8 ohms. 
I have a merit universal 8 watt output transformet. This should do the 
job but I have no data sheet. Has anyone got information on a Merit 
A-2901 single or PP 8 watt universal output transformer ? 


Kevin Pease 
WBOJIZG Mount Juliet, TN. 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: kizat@bah.com 

Subject: Re: VF-122 and Heathkit catalog sold 

Message-ID: <Pine.SUN.3.91.960311224302.3640C@boo0z.bah. com> 


Terry -- 


On Fri, 8 Mar 1996, Terry O'Laughlin, RM:7135, #:6-6667 wrote: 
> Now how do we repay Jack for managing all us tube lovin' clowns? 


Next ham-fest that he shows up to, we take him and the xyl 
to dinner and make sure he keeps his wallet in his pants. 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Joe Roberts <72411.533@compuserve.com> 

Subject: VHF BAs for sale 

Message-ID: <960312064556_72411.533_HHB66-1@CompuServe. COM> 


Rohde and Schwarz ESU monitoring receiver with 25-230 MHz tuner plug in. 12.5 
and 60 kc b/w, AM & FM. Fitted with calibrated attenuator for field strength 
and microvolt measurements. Hybrid tube and transistor unit. Needs some 
repair since it only picks up FM BC stations at present. Have manual. 30 kg. 
Nice German-made piece of gear built on cast compartmentalized subchassis. 


$100 + actual UPS (80 lbs) 


Nems Clarke 2801A VHF/UHF surveillance receiver. 250-1000 MHz. All tube type 
construction. 200 kc/1 MHz b/w. Dual speed vernier tuning. Great for 

hi-fi cop radio and cellular listening. Main audio output 600 ohm. 

Carrier operated relay. Tuneable BFO. Basically works but could benefit from 
a good once over with the Deoxit and so on. Short rack mount unit. Solid 
radio. Cost some government agency $3000+ new back in the 60s. No manual. 


$125 + actual UPS (40 lbs) 


Presently house hunting. Wish I felt like moving this stuff, but I don't! 
E-mail 72411.533@compuserve.com for more info. 


Joe N4WQC 
Austin TX 
512-339-6229 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: RSmall01@aol.com 

Subject: Viking II carrier hum.. 

Message-ID: <960312060323_166509840@mail02.mail.aol.com> 


Hi everyone... 


I have a carrier hum on my newly acquired Viking II. Thanks to this group, I 
have just ordered a complete set of new electrolytic and paper caps in hopes 
of fixing the problem. Hum is there while transmitting with or without mic 
connected. When I modulate, hum represents about 8-10% (reported estimate) of 
my audio. Quick question....Could improper transmitter grounding also cause 
this condition?.. 


Thanks 
Dick 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Michael Crestohl <mc@shore.net> 

Subject: WHIRLWIND and STARCOM books SOLD! 

Message-ID: <199603121309.IAA24704@northshore.shore.net> 


Hello Gang: 

The two books above were sold. 
73, 

Michael Crestohl, KH6KD/W1 


mc@shore.net 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 
From: Al Klase <alklase@postoffice.ptd.net> 

Subject: Who's coming to Timonium 

Message-ID: <199603122025.PAA23258@ns1.ptd.net> 


The Timonium (suburban Baltimore) hamfest is comming up 30&31 March. 
I had a very nice encounter with BA types at the Gaithersburg Hamfest last 
fall, and think we should arrange some sort of get-together. Any suggestions? 


713% 


From boatanchors@theporch.com Wed Mar 13 00:13:37 1996 
From: Dave <72550.2274@compuserve. com> 

Subject: WTB: Drake TC-6 and SC-6 

Message-ID: <960312232943_72550.2274_THD70-1@CompuServe. COM> 


Hi All! 


I'm looking for a Drake SC-6 receiving converter and a TC-6 transmitting 
converter. 


Please e mail or call if you know of one thats looking for a good home! 
1-317-497-9410 


73's 


Dave Hutchison KW9U 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: Michael.J.Knudsen@att.com 

Subject: WTB: HQ-180A rcevr 

Message-ID: <9603112307.AA01066@bock.ih.att.com> 


OK, enough beating around the bush and dropping hints in various other postings. 
I'm looking to buy an HQ-180, prefereably -A model. Should be in decent 
cosmetic condx but needn't be "mint/collector/NIB/ ..." tho I will pay 

extra if it is. Prefer more-or-less working. Manuals a plus. 

Will pay shipping to Chicago. 


I just missed out on that great deal last month and want another shot. 
Tell your friends. Tnx es 73, mike k aa9rg 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: ferraro@ix.netcom.com (Michael Ferraro ) 

Subject: WTB: Posters, Photographs etc. 

Message-ID: <199603112318.PAA18712@1x8.ix.netcom.com> 


I am trying to decorate the walls of my vintage shack....looking for 


any radio related posters or old photographs...what do you have 


73 de Mike K6ZSR 


From boatanchors@theporch.com Tue Mar 12 15:22:21 1996 

From: afpgreg@state.me.us (Paul V. Gregory) 

Subject: WTD: Lafayette HA-460 Manual 

Message-ID: <199603121842 .NAAQ5134@gatekeeper.ddp.state.me.us> 


Ahoy, 
Anyone able to sell an original or copy of the above? 
--Paul 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 

From: Jim Dillon <beadgal@ptialaska.net> 

Subject: RE: Xfmr. Data Needed 

Message-ID: <Q1BBOF7A.B68C5EE0@juneau_152.dialups.ptialaska.net> 


Hi Sandy & Z-matchers- 


Don't have a triad S-53, but here is some info gleaned from sheets in Thordarson 
24560, Akrad T-6 and Merit: 

For push-pull, hook up the tube plates to Brown and Blue , B+ to red 

For single tube, use brown for B+ Blue for plate. 

Then hook up xthex speaker you are going to use, tune in the kind of sig 

you want to sound best and then try every possible combination of taps1-6. 

As a starting point (p-p 6V6 into 4ohm speaker) try 2and 5. 

There is a spreadsheet chart packed with these where you get to guess 

at plate load Z, guess at V.C.Z, work out the impedance ratio...... 

Then in footnote it reveals "the proper secondary terminals may be determined by 
trial". 

I did a post last week re: using 70 volt line matching transformers as 

Universal Output transformers, filter chokes, field coil replacements, 
paperweights...... stay tuned, because Herb, WL7BiL is trying one as 

interstage modulator driver in a Ranger. Empiricism ubber alles..... 

Jim Dillon WL7CMQ 

Desperately seeking Magic Eye Tuning gear 


From boatanchors@theporch.com Tue Mar 12 00:47:36 1996 
From: Michael.J.Knudsen@att.com 

Subject: Re: Yellowed Dials on any radio 

Message-ID: <9603111652.AA29898@bock.ih.att.com> 


I agree about the yellow dials. But what about the case where 

there is dirt, grease, cooking odors, and cigarette smoke on the dial, 
sometimes smeared visibly so? Then you really feel you have to take a chance 
and wipe it off, to improve readability and make the set look decent. 


Another problem, which I guess fits under the look-your-age category, 

is that a Hammarlund/Philco type window dial may be far more yellowed 

in the portion that was left exposed where the dial was parked for the last 40 
years. 

Not much you can do, except get a repro Philco dial. Luckily my HQ129X shows 
no sing of this -- in fact, its dials have not darkened much at all. 

73, mike k aa9rg 


